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PLACARDS AND MARKINGS 

11-1. PAINT AND MARKINGS. 

This chapter contains markings and stencils  
applicable to the helicopter as illustrated in Figure 
11-1and 11-2. Refer to Illustrated Parts Breakdown 
manuals for complete part numbers required.  
Exterior paint requirements are illustrated in 
Appendix A 

11-2. DECALS-APPLICATION. 

The following requirements and procedures are 
for the application of decals, both interior and 
exterior, to surfaces of the helicopter. Decals 
described herein are not intended for use on 
surfaces which become heated above 150F (66C) or 
on surfaces exposed to temperatures below minus 
20F (-29C). 

1.  Preparation of Receiving Surfaces. Receiving 
surfaces will be nonporous, and free of dirt, 
grease, wax, and other contaminants. 

 

EXERCISE CARE TO PREVENT 
TOULENE FROM CONTACTING 
NON METAL AND PAINTED 
SURFACES. WIPE DRY WITH A 
CLEAN CLOTH BEFORE TOULENE 
EVAPORATES 

a.  Nonmetal and painted surface. Thoroughly 
clean nonmetal and painted surfaces with a 
clean cloth wetted with naphtha (C305). Wipe 
dry with a clean cloth before the naptha 
evaporates. 

b.   Bare metal surfaces. Thoroughly clean bare 
metal surfaces with a clean cloth wetted with 
toluene (C-306). Exercise care to prevent 
toluene contacting nonmetal and painted 
surfaces. Wipe dry with a clean cloth before 
toluene evaporates 

2. Application of Pressure Sensitive Decals  
(Adhesive Backed). 

a. Temperature restrictions. For best adhesion 
apply pressure sensitive decals at temperatures 
above 60F (16C), activate decal adhesive with 
solvent recommended by manufacturer or 
commercial isopropyl alcohol. 

b. Application. Remove liner from back of decal 
in one quick even motion rather than slowly. 
Align decal in correct position, and press one 
edge to surface by running finger along same 
edge. Hold the opposite edge tight and slightly 
away from surface. For large decals, rub 
unapplied portion to surface with firm 
overlapping strokes using a plastic squeegee. 
Puncture blisters caused by trapped air with a 
pin and work air out with thumb or squeegee 
pressure. 
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Figure 11-1.  Paint and Markings (Sheet 1 of 3) 
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Figure 11-1.  Paint and Markings (Sheet 2 of 3) 
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Figure 11-1.  Paint and Markings (Sheet 3 of 3) 
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Figure 11-2  Instrument Panel - Placards and Markings 

HELICOPTER BUREAU NUMBER 162013 AND SUBSEQUENT 

HELICOPTER BUREAU NUMBER 161695 THROUGH 163347 
1.  Decal, Caution LT TEST  
2.  Decal, CAUTION 
3.  Decal, LT TEST  


